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Part Standard Optional 

Metering Tube Borosilicate Glass - 

Float 316SS Hastelloy C-276 

Guide Rod 316SS Hastelloy C-276 

Fittings 316SS PVC* 

Float Stops 316SS PVC* 

O-Rings Viton EPDM, Buna-N, Kalrez, Aflas 

Shields Polycarbonate - 
* PVC fittings are not to be used for compressed gas service 

 Materials of Construction  
Fittings and Tube Size Max. Press. Max. Temp. 

316SS Fittings (Size 3 and 4) 250 PSIG 200°F 

316SS Fittings (Size 5 and 6) 200 PSIG 200°F 
316SS Fittings (Size 8 and 9) 125 PSIG 200°F 
PVC Fittings (All Sizes)* 100 PSIG 110°F 

 Maximum Pressure and Temperature 

 Features 
 
-  Precision formed and annealed borosilicate glass metering tubes – fluted or plain  
   taper (Plain taper tubes have rod guided floats). 
-  Classic design, premium quality, heavy duty 304 stainless steel frame, end plates  
   and shield retainers. 
-  Full 3/16” thick clear Polycarbonate safety shields (front and rear) are mounted in 
   side stainless steel covers. 
-  316 Stainless Steel in-line (vertical) fittings. 
-  Direct reading scales (USGPM Water or SCFM Air) are standard. 
-  Unique float stop design allows internals to be removed and replaced without  
   disturbing either the tube or shield.  So cleaning is easier, and with this design the   
   chances of damaging  the tube during maintenance are dramatically reduced. 
-  Low cost adder for Hastelloy C-276 internals and PVC fittings for corrosive service. 
-  Meter can be front or rear panel mounted. 

 Options 
 
-  Direct reading scales corrected for specific gravity, pressure and temperature are  
   available at no extra charge. 
-  Factory Certified Calibrations to 2% F.S. are available (conforms to ISA RP 16.6) 
-  High/low flow alarm switch (reed type) is rated at 100 VDC, .2 amps contact  
   current, and 4 watts contact power.  This option is available for most flow ranges.       
   (Consult Muis Controls) 

Glass Tube Rotameters 7610 Series 

 Model Number Chart                   See Example Below 
 

761 Base Model Number - Stainless Steel Frame - 5”  Scale  
 Code Fitting Material  
 2 316 Stainless Steel  
 3 PVC (not to be used for gas service)  
  Code Float Material  
  2 316 Stainless Steel  
  4 Hastelloy C-276  
   Code O-Ring Material  
   1 EPDM  
   2 Buna-N  
   3 Viton  
   4 Kalrez  
   A Aflas  
    Code Optional Alarm  
    0 Without Alarm  
    A With Single Alarm  (most ranges)  
    D 
     Code Range Code from Table on Page 2 

       
761 2 2 3 0 61W �   Typical Model Number 

With Dual Alarm  (most ranges)  



 
Also Available from Muis Controls 
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Range 
Code 

Water 
USGPM 

 Range  
Code 

Air (STP) 
SCFM 

 Connection 
Size 

Scale  
Length 

Accuracy 
F.S.   A B C D 

31W 0.25  31A 1.0  
½” FNPT 5” 3% 815/16” 2½” 29/16” 11� ” 32W 0.36  32A 1.5  

33W 0.74  33A 3.0  
             

41W 1.0  41A 4.2  
½” FNPT 5” 3% 815/16” 2½” 29/16” 11� ” 

43W 2.0  43A 8.2  
             

51W 1.5  51A 6.0  
1” FNPT 5” 3% 1011/16” 3� ” 3� ” 13¾” 52W 3.8  52A 16.0  

53W 5.0  53A 21.5  
             

61W 6.0  61A 25.5  

1” FNPT 5” 3% 1011/16” 3� ” 3� ” 13¾” 

62W 7.4  62A 30.0  
63W 9.6  63A 40.0  
64W 11.0  64A 45.0  
65W 14.0  65A 62.0  
66W 20.0  66A 90.0  
67W 26.0  - -  

             
81W 22.0  81A 90.0  

2” FNPT 5” 3% 11¾” 55/16” 5� ” 16” 82W 44.0  82A 180.0  
83W 61.0  83A 250.0  

             
91W 41.0  91A 160.0  

2” FNPT 5” 3% 11¾” 55/16” 5� ” 16” 
92W 60.0  92A 245.0  
93W 86.0  - -  
94W 116.0  - -  

Dimensions 
Flow Ranges and Dimensions 

Self Powered Turbine Flow Meters 

Metal Tube  
Rotameters 

Glass Tube Rotameters 7610 Series 

Sight Flow  
Indicators 


